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Vorwort

Uberraschend schnell war unsere erste Auflage vergriffen.
Die Frage stellte sich daher flir uns; Nachdrucken? Uber-
arbeiten? Erganzen?

Der Bedarf an guten Beispielen zum Einsatz von
Steinkohlenflugasche im Beton ist offenbar so grof3, daB
wir lhnen die hier abgedruckten (ber 130 Betonzusam-
mensetzungen aus den Fachzeitschriften ,Beton* und
«Betoninformationen” der Jahrgdnge 1990 bis Mitte 1995
nicht zu lange vorenthalten wollten.

Immer mehr Anfragen erreichen uns auch aus dem
Ausland. Zur leichteren Lesbarkeit haben wir uns daher
entschlossen, unsere 2. Auflage unverdndert im Inhalt
aber zweisprachig deutsch/englisch herauszugeben. Dies
fragt auch der Entwicklung Rechnung, daB mit der im
Januar 1995 veréffentlichten Norm EN 450 ,Flugasche fir
Beton — Definition, Anforderungen und Giltelber-
wachung" die erste europdische Baustoffnorm Uberhaupt
erschienen ist.

Ihre bauaufsichtliche Einflihrung in Deutschland ist durch
Aufnahme in die Bauregelliste A, Ausgabe 26/1, erfolgt.
Die Anwendung wird durch eine Richtlinie des Deutschen
AusschuB fiir Stahlbeton geregelt.

In Deutschland wird Steinkohlenflugasche aufgrund ihrer
vielfAltigen positiven Eigenschaften im Betonbau seit nun-
mehr (iber 35 Jahren erfolgreich eingesetzt, und wir fihlen
uns daher verpflichtet, diesen Beginn einer Sammiung
von Betonzusammensetzungen durch eine zweite
Broschiire in Zukunft zu ergédnzen.

In diesem Sinne begrifien wir, wenn auch weiterhin die
positiven Erfahrungen von Steinkohlenflugasche als
Betonzusatzstoff in der Fachpresse oder in Firmenzeit-
schriften bekannt gemacht werden.
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Foreword

Surprisingly quick our first edition was out of print. So the
question was: Should we reprint or revise?

There is obviously a great demand for examples showing
the wide range of use for hard coal fly ash as a concrete
additive. So we are glad to present to you a collection of
over 130 concrete compositions, published in the techni-
cal journals ,Beton® and ,Beton-Informationen” between
1990 and 1995.

More and more we are also contacted from abroad. To
provide easier understanding and communication, we
decided to publish this second edition unrevised but bilin-
gual.

This decision was supported by the fact, that in January
1995 the standard EN 450 ,Fly Ash for Concrete -
Definition, Demands and Quality Control* was the first
construction material standard ever to be published as a
European Construction Material Standard.

In Germany standard EN 450 was added to the
.Bauregelliste A, Ausgabe 1996" (construction rules list A,
edtion 1996).

Because of its manifold positive characteristics, hard coal
fly ash has been successfully used in concrete construc-
tion in Germany for more then 35 years. All this has
encouraged us to further complete this survey with a
second brochure in the future.

We are convinced that the news of positive experiences
with hard coal fly ash as a concrete additive will spread
quickly and look forward to reaching a broad audience
through publications in technical magazines.

Federal Association of By-products of coal-fired
Power-Stations
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